
Pole swings back 
across the stern or 
back to each port/
starboard side.

24 mm manline connectors

32 mm manline

24 mm mainline connectors

50-60 mm OD
Plastic Tube (with chain to 
add weight)

Droppers/tubes must hang 
down to within 500 mm of 
water surface.

Boom and Droppers

Boom Dropper Rope Connectors
Sidearm and 4 sets of  
Droppers joined together 
no more than 2 m apart.

Lazy line attached to boat 
to reduce swaying.

‘Burka’ Curtain and Droppers

Boom and burka-baffler
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Boom Design

2.

Full Deployment

Dropper and Tube Design

burka curtain Stowed (not Fishing)

Knuckle 
Movement 360°
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Pivot Swivel 180°

Lock Pin

1.

7 m

1.7 m

1.7 m
1.7 m

1.7 m

1 
m

•	 The boom has to be strong, as long  
as possible and well secured with  
supporting ‘Stays’ when deployed. 

•	 Separate continous rope with 3 Droppers 
hanging over both port and starboard 
side. 

•	 Plastic	tubing	fitted	all	around	the	2	 
droppers directly over the warps for 
added protection from warp contact. 

•	 Lazy line from vessel to ‘Burka’ rope to 
assist with stowing.

Boom Droppers

Burka Curtain

Droppers 24 mm

Dropper at 1.7 m spacing

30-40 mm OD
Plastic Tube (no chain)


